
1. Trim grab rail to desired length.
Trim aluminum insert approximately
4” shorter than rail to allow space for
end caps or rail connectors.
2. When using connectors between
two sections of grab rail, lightly sand
connector prior to applying PVC glue
and inserting into rails.
3. To install grab rail brackets to post
sleeves, drill 1/2” hole in desired loca-
tion on sleeve and insert 1/2” bolt
through bracket into sleeve.  On the
inside of the sleeve slide the 3” plate
onto the bolt followed by a 1/2” lock
washer and tighten with nut.  Please
check local building codes for correct
grab rail height.  When the bracket is
secured, the cap can be installed on
the sleeve using PVC glue.
4. The grab rail will be attached to
brackets by pre-drilling 1/8” holes into
rail where screw holes are located on
bracket and inserting 1” screws
through bracket into the rail.      
5. End caps for the grab rail should be
secured with PVC glue.  After insert-
ing the cap it may be necessary to
temporarily tape the cap to the rail
until PVC glue has cured.  

1. Gates are precut to �t 34”x34” opening, but can be trimmed for
smaller application by installer.  Be sure to check with local building
code o�cials for any dimension requirements.  
2. Insert spindles into precut holes on bottom rail.
3. Place top rail on spindles.  This is best done by holding rail at a slight
upward angle and inserting spindles one at a time into precut holes.
4. With spindles in top and bottom rails, slide rail ends into precut
holes on one of the 4”x4” sleeves.  This is best done by laying sleeve
on with precut holes facing up and placing rail ends into holes while
applying pressure on rails toward spindles.
5. With rail ends pointed up, slide second 4”x4” sleeve into place and
stand gate upright with spindles vertical.
6. Make sure all rails are �at against the outside wall of the 4”x4”
sleeves by pushing sleeves toward spindles.
7. Secure rails in place by inserting screw into rail, on the inside of the
sleeve, directly beside precut hole in sleeve.  Do this on both sides of
top and bottom rail.

8. Attach gate hinge and latch. (predrill) 
9. Attach taper caps by applying standard PVC glue to the inside on

cap and placing on sleeve.

Tools Required for Installation:

GATE KIT

tape measure screw driver drill level personal protective
equipment

GRAB RAIL

Complete Post Kits are sold separately.

90˚ Wall Return Bend

End Loop

90˚ Corner Bend

1 1/2” Grab
Rail with

Aluminum
Insert

Elbow Bends

Internal Joiner

Aluminum
Bracket*

End Loop

Internal
Joiner

2 sections
of Grab Rail

End Cap

35˚ Bend
Accommodates

34˚ - 36˚

32˚ Bend
Accommodates

31˚ - 33˚
Custom Bends are Available

*Note: Alumimum Brackets should be
used every 5’ to support Grab Rail

Available Length: 20’

Gate Kit and Grab Rail
INSTALLATION INSTRUCTIONS
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Post Wrap
INSTALLATION INSTRUCTIONS

Note:  Treated wood posts vary in
size and may have to be adjusted
before installation of Post Wrap.  

1. Measure opening to determine
Post Wrap length.

2. Trim Post Wrap sections to
desired length.

3. Snap together (2) pieces of the
Post Wrap.  Start installation at one
end and continue entire length. If
necessary, a white rubber mallet can
be used to tap the pieces into place.
(Make sure to use the same channel
on each Post Wrap section as you
snap them together.) SEE FIGURE 1.

4. Position the Post Wrap
around the post.

5. Snap together the third
piece of Post Wrap.  SEE
FIGURE 2.

6. Snap together the fourth
piece of Post Wrap to
complete installation.  SEE FIGURE 3
Note:  If installing around a round
post, a toe-nailing attachment or
“L” bracket attachment into the
so�t and �oor can be used to keep
the installed Post Wrap from mov-
ing.  A Trim Kit should be used to
cover screws or brackets.

Post Wraps will accommodate the following post sizes:

Post Wrap Inside Width Largest Square Largest Round
Size Post Post

4” x 4” x 10’ 3 1⁄4” - 4” 4” 4 1⁄2”
6” x 6” x 10’ 5 1⁄8” - 6” 6” 6 1⁄2”

1. After Post Wrap is installed, snap
(4) trim pieces around the top and (4)
trim pieces around the bottom of Post
Wrap snugly.  Trim pieces can be cut
to accommodate the size of the
installed Post Wrap.  

2. PVC fence glue can be applied to
hold the Trim Kits into place at the
top and bottom of the Post Wrap.

TRIM KIT INST ALLA TION INSTRUCTIONS (Sold Separately)
Parts Included:  (4) Snap Together Trim Pieces (Top and Bottom)
Note: T rim Kits come in (4) pieces. To complete (1) post wrap for the top and bottom, you will need to pur-
chase (2) Trim Kits (8 pieces).

Tools Required for Installation: 
tape measure, saw , white rubber mallet
and PVC fence glue.

Post Wrap Components: Post Wrap (4 snap-together pieces)

Figure 1 Figure 2

Figure 3

Cross
Section

Post Wrap Trim Kits
Use snap-together 
Trim Kits with 
Post Wraps.

QUICK RAIL, QUICKPOST-LTF, DURAPOLY
POST , and POST WRAP

LIMITED LIFETIME WARRANTY

1. LIMITED LIFETIME 
WARRANTY
a) Subject to the limitations and exclusions
below, Dixie Paci�c warrants to the owner of the
structure to which the products are attached at
the time the pr oducts ar e attached that Pr oducts
will be free from defects in material and work-
manship for as long as you own them.  Seller’s
sole obligation under this war ranty is limited to
repairing or replacing, at its option, the defective
Products.

b) The provisions of this limited warranty do not
apply to Products:  (i) used for the purposes for
which they ar e not designed or intended; (ii)
which have been repaired or altered without
Seller's prior written consent; (iii) which have
been subjected to misuse, abuse, negligence, or
accident; (iv) which have been improperly stored,
installed, maintained, or operated; (v) which have
been used in violation of written instr uctions pr o-
vided by Seller to Buyer; (vi) which have subject-
ed to impr oper temperatur e, humidity , or other
environmental conditions; (vii) which have been

e�ected by normal wear and tear; (viii) which
have been split or modi�ed (by Seller or any other
party) or are load bearing; or, (ix) which, based on
Seller's examination, do not disclose to Seller's
satisfaction nonconfor mance to the war ranty.

c) The following costs and expenses are not cov-
ered by the pr ovisions of this limited war ranty:  (i)
labor costs for the removal and reinstallation of
Products; (ii) shipping and freight expenses
required to r eturn Products to Seller; (iii) normal
maintenance; and (iv) economic losses.

d) This war ranty is exclusive and limited to the
owner of the structure to which the products are
attached at the time the products are attached,
and ter minates upon the sale or transfer of the
structure.

e) THE PROVISIONS OF THIS LIMITED W AR -
RANTY ARE NOT APPLICABLE TO ANYTHING
OTHER THAN DEFECTS IN SELLER’S MA TERI -
AL OR WORKMANSHIP .

2. Disclaimer of W arranties.  NO OTHER W AR -
RANTIES, EXPRESS OR IMPLIED, ARE MADE
WITH RESPECT TO THE PRODUCTS INCLUD-
ING, BUT NOT LIMITED TO, ANY IMPLIED W AR -
RANTY OF MERCHANT ABILITY OR FITNESS

FOR A PARTICULAR PURPOSE.  SELLER DOES
NOT AUTHORIZE ANY PERSON TO CREA TE
FOR IT ANY OBLIGATION OR LIABILITY IN CON-
NECTION WITH PRODUCTS.

3. Buyer’s Remedies.  THE BUYER'S EXCLUSIVE
AND SOLE REMEDY ON ACCOUNT OF, OR IN
RESPECT OF , THE FURNISHING OF PROD -
UCTS THAT DO NOT CONFORM TO THIS
AGREEMENT WILL BE TO SECURE REPAIR OR
REPLACEMENT OF THE PRODUCTS, A T SELL -
ER’S OPTION.  IN NO EVENT WILL THE SELL-
ER'S MAXIMUM LIABILITY EXCEED THE SELL-
ING PRICE FOR THE PRODUCTS.

4. Limitation of Liability.  IN NO EVENT WILL
SELLER BE LIABLE FOR INCIDENT AL, CONSE -
QUENTIAL, INDIRECT, SPECIAL, OR PUNITIVE
DAMAGES INCLUDING, BUT NOT LIMITED TO,
LOSS OF USE OF THE PRODUCTS, LOSS OF
PROFITS, LOSS OF REVENUE, INTEREST, LOST
GOODWILL, WORK STOPP AGE, IMP AIRMENT
OF OTHER GOODS, LOSS BY REASON OF
SHUTDOWN OR NON-OPERATION,
INCREASED EXPENSES OF OPERA TION, OR
CLAIMS OF BUYER'S CUSTOMERS, WHETHER
BASED ON CONTRACT, WARRANTY, TORT
(INCLUDING, BUT NOT LIMITED TO, STRICT
LIABILITY OR NEGLIGENCE), PATENT

INFRINGEMENT, OR OTHERWISE, EVEN IF
ADVISED OF THE POSSIBILITY OF SUCH DAM -
AGES.

5. Statute of Limitations.  NO ACTION ARISING
OUT OF ANY CLAIMED BREACH OF THIS
AGREEMENT BY SELLER MAY BE BROUGHT
BY BUYER MORE THAN ONE (1) YEAR AFTER
THE CAUSE OF ACTION HAS ARISEN.

6. Consumer Pr oducts.  W ith respect to "con -
sumer products" as de�ned under the
Magnuson-Moss Warranty Act ("MMWA"), the
following statements ar e made. (a) Some states
do not allow the exclusion or limitation of inci-
dental or consequential damages, so the above
limitation or exclusion may not apply to you.  (b)
This warranty gives you speci�c legal rights and
you may also have other rights which vary from
state to state.

WARRANTY
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1. Measure the inside opening between the mount-
ing surfaces. (Fig. 1) 
Note: Verify that the opening is not wider than
the length of the rails provided.

2. Lay the bottom rail beside the mounting surfaces
with the spindle holes facing up. Allow the rail to
extend past the mounting surface on each side. Be
sure to place the �rst spindle hole on each end of
the rail the same distance from the mounting sur-
face.
Note: Should the spindle holes fall inside or
directly beside a mounting surface, slide the rail
approximately 2” in either direction to align spin-
dle holes evenly between mounting surfaces.
When properly positioned, mark rail and cut. 
(Fig. 2)

3. Lay top rail beside bottom rail, aligning spindle
holes, mark and cut to match length.

4. Locate the crush block. The formula for crush
block length is: Desired clearance from bottom rail
to deck + 3 1/4” = length of crush block.
(Spindle lengths are sized for a traditional 2” clear-
ance from bottom rail to deck.) Once the block is
trimmed, insert into precut hole on underside of
bottom rail.

5. Slide bottom brackets onto bottom rail. (Fig. 3)
Place bottom rail into opening making sure rail is
level. With brackets centered on the mounting
surface, attach with screws (predrill). (Fig. 4)
When installing bottom rail brackets, make sure not
to over tighten screws. If screws are over tight-
ened, �aps may not stay closed on brackets.
Note: When installing screws into �berglass or
synthetic materials, predrill holes using a 1/8”
drill bit. If installing QuickRail into a masonry
wall, masonry screws must be used.

6. Insert spindles into precut holes in bottom rail.
Square spindles come sized for either a 36” or a

42” rail height based on the traditional two-inch
clearance. Colonial spindles only come sized for
36” rail height. If your application is di�erent, you
have the option of trimming the spindles to your
desired height. Be sure to check with your local
code o�cials for any height requirements.

7. A) Slide top rail bracket covers onto top rail. B)
Slide the metal top rail brackets into the ends of the
top rail. (Fig. 5) C) Place top rail on spindles insert-
ing spindles one at a time while holding at an
upward angle. Make sure rail is �ush on all spindles.
(Fig. 6)

8. A) Center top rail metal brackets on the mount-
ing surface making sure top rail is aligned above
bottom rail. B) Attach brackets with provided 2
1/2” screws (predrill). (Fig. 7)
Note: It may be necessary to move the cover
beyond the �rst spindle for room to drill.
C) Before bracket covers are positioned over the
metal brackets, a 2” locking screw must be attached
through the top rail into the metal bracket on each
end of the top rail 1/2” from the end of the rail.
(Fig. 8) The hole for these screws must be
predrilled using a 3/16” drill bit. The locking screw
should be placed close to the post so that the
bracket cover will conceal the locking screw.

9. Level the spindles vertically and place the 2”
locking screw through the bottom of the top rail
bracket covers. (Fig. 9)

QuickPost-LTF
(Optional 
accessory
sold separately-
columns and 
post sleeves
may also be
used.)

Top Rail

Square or Colonial Spindles

Post Cap
(Optional
Accessory)Straight

Top Rail
Bracket
and Cover
(also available
curved)

Complete Post Kit
(Optional accessory 
sold separately)

Crush Block Bottom Rail

Straight
Bottom Rail
Bracket
(also available
curved)

• 6’, 8’, 10’ or 12’ Deluxe Top Rail with Insert
• 6’, 8’, 10’ or 12’ Bottom Rail
• Spindles - Colonial or Square

• 6’ Colonial (14)  Square (13)

• 8’ Colonial (19)  Square (17)
• 10’ Colonial (24)  Square (22)
• 12’ Colonial (29)  Square (26)

• Brackets – (2) Stainless Steel (Metal) Top Rail 
Brackets, (2) Top Rail Bracket Covers, 
(2) Bottom Rail Brackets

Fig. 3 Fig. 4

Fig. 5 Fig. 6

Fig. 1 Fig. 2

Tools Required for Installation: 
tape measure, miter saw (or circular
saw) or hacksaw, Phillips-head screw-
driver or drill (a drill bit extension may
be required) and a level. For larger
projects, the miter saw and drill are
strongly recommended.

tape measure hack saw screw driver drill level

Standard Rail Kit Components
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Note: 10’ and 12’ QuickRail Rail Kits should NOT be attached directly to the 4” Complete Post Kit or Post Sleeves. 
10’ & 12’ Rail Kits should ONLY be attached directly to the supporting construction (i.e. support column or wall).

Nominal Spaced for Spaced for
Rail Colonial Spindle Square Spindle

Length (Actual Rail Length) (Actual Rail Length)
6' 70 1/2" 72"
8' 94 1/8" 96"

10' 117 3/4" 120"
12' 141" 144"

ACTUAL STRAIGHT RAIL LENGTHS 

Top Bracket
Bracket Cover

Bottom Bracket

Fig. 7

Fig. 9

Note: The following bracket types are available for
straight applications.

• Straight Brackets - for �at surface applications.
• Curved Brackets - for round column applications.
• 45˚ Corner Brackets - for corner post applications.
• Multi-Angle Brackets - for 22.5˚- 45˚ angle 

applications.
• 32 Coated Screws

• (26) 2 1⁄2” Stainless Steel Screws
• (6) 2” Stainless Steel Screws

• Crush Block - 6’(1), 8’(1), 10’(2), 12’(3)

circular sa w personal protectiv e
wear

Note: Square Spindles are spaced 4” apart.
Colonial Spindles are spaced 3 1/8” apart.

Standard Rail
INSTALLATION INSTRUCTIONS

Fig. 8

Locking
Screw
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